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Pil Clean ensures your garments do not develop pills hence 
delaying textile weathering aging. 
 
Applications 
Pil Clean is especially designed for apparel under heavy usage 
and abrasion.

 ● Blends with fine wools or other high quality fibers
 ● School and work uniforms
 ● Sports socks and active wear
 ● Whenever an enduring new look is desired

 

Pil Clean – for long lasting new look
An acrylic fiber with high pill resistance allowing for long lasting  
new look of the garments. 

Material data of Pil Clean

Typical properties Units L46

Fineness dtex 1.3, 2.2, 3.3

Fiber type  

Tow, staple and top  
(regular or high-bulk)

Cut length of 
staple fibers  Available in all standard cut lengths

Lustre  Bright, semi-dull

Color  Available on demand

03 2024/0 2NÄ Printed in Germany

This information is based on our present state of knowledge and is intended  
to provide general notes on our products and their uses. It should therefore not  
be construed as guaranteeing specific properties of the products described  
or their suitability for a particular application. Any existing industrial property 
rights must be observed. The quality of our products is guaranteed under our 
“General Conditions of Sale”.

Test scores of Pil Clean

Test standards Cycles Rate*

ICI Pilling Box  
(ISO 12945-1)

7.000 4

11.000 4 –5

22.000 4 –5

Pilling Martindale 
(ISO 12945-2)

2.000 3

5.000 3 – 4

7.000 4

Pilling Random Tumble 
(ASTM D3512)  5

Tests performed on knitted jersey sample, Gauge 7  
Yarn: 100 % acrylic, SD2.2 dtex, Nm 1/32 HB, twist 580 T/ m 
* 1 = worst, 5 = best


